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The two-channel surface-mounted programmer facilitates the operation of electrical 
devices (such as pumps or lighting) by setting their operation time (on and off). It has a 
display which makes it even more useful. 

Characteristics
• Can only be used for 230V applications.
• Individual control of central heating and hot water
• 3 On/Off periods
• Large, easy to read LCD
• Can control two separate devices
• Works in a daily or 5-2 cycle (Mon-Fri + Sat-Sun)
• 3 time intervals can be created for each channel (accuracy to the minute)
• Maintains clock settings
• Holiday function
• Advance function
• Boost function
• Simple installation
• Default program
• 5 Year Warranty

EP210
2 Channel Programmer

Product 2 Channel Programmer

Power 230V AC 50 Hz

Max. load 3 (1) A

Output 2 x SPDV 230V AC

Dimensions (mm) 120 x 98 x 27

Nr. of channels 2

Features

Connection scheme
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Schemat podłączenia:

Dane techniczne:

EP210
Elektroniczny programator czasowy, 
dwukanałowy
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Dwukanałowy natynkowy programator ułatwia obsługę urządzeń elektrycznych (takich jak 
pompy czy oświetlenie) poprzez ustawienie czasu ich działania (włączenia i wyłączenia). 
Posiada wyświetlacz, co czyni go jeszcze bardziej użytecznym.

Cechy produktu:
• może sterować dwoma osobnymi urządzeniami
• pracuje w cyklu dziennym lub 5-2 (pn-pt + sb-nd)
• dla każdego kanału można stworzyć 3 przedziały czasowe (dokładność co do minuty)
• podtrzymuje ustawienia zegara

Zasilanie 230V AC 50 Hz
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